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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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FOREWORD 

This Indian Standard (First Revision) was adopted by the Bureau of Indian Standards, after the draft finalized 
by the Cotton and Cotton Products Sectional Committee had been approved by the Textile Division Council. 

The standard originally published in 1987 has been revised to overcome the difficulties being faced in its 
implementation. In this revision in addition to modification of trash content of various categories of cotton, 
provision has been made for^miform tolerance of ± 10 kg throughout the season on the mass of the bale. The 
standard now allows use of only cotton twine for stitching of hessian/cbtton fabric covering of the bale. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, 
observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with 
IS 2 : 1960 'Rules for rounding off numerical values (revised)'. The number of significant places retained 
in the rounded off value should be the same as that of the specified value in this standard. 
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1 SCOPE 

1.1 This standard prescribes trash content, moisture 
regain and mass of bale of ginned cotton as well as the 
requirements of materials used for packing of bales. 

2 REFERENCES 

The following standards contain provisions which 
through reference in this text, constitute provision of 
this standard. At the time of publication, the editions 
indicated were valid. All standards are subject to 
revision, and parties to agreements based on this 
standard are encouraged to investigate the possibility 
of applying the most recent editions of the standards 
indicated below: 



IS No. 
175:1989 

1029:1970 

281S 

(Part 3): 1971 

4871 : 1%8 

4952: 1%8 
3 CLEANING 



Title 

Sheeting, tickings and bedsheets — 
Specification {third revision) 

Hot-rolled steel strip (baling) {first 
revision) 

Indian hessian: Part 3 — 213 and 
270 g/m^ at 1 6 percent contract regain 
{first revision) 

Method for determination of lint and 
* trash content of cotton by means of 
mechanical — Pneumatic machines 

Methods for sampling of cotton bales, 
slivers and rovings 



If necessary, the kapas may be pre-cleaned suitably 
before ginning. In case of excessive trash in kapas, a 
lint cleaner may be used after ginning and before 
pressing. 

4 REQUIREMENtS 

4.1 Ginned Cotton in Pressed Bales 

4.1.1 Trash Content 

The maximum trash content (excluding invisible loss ) 
for various categories of cotton shall be as under when 
tested by the method prescribed in IS 487 1 : 

a) Extra long staple (32.5 mm and above) — 3 
percent. 



b) Long and superior medium staple (27.5 to 32.0 
mm and 25 to 27 mm) — 5 percent. 

c) Medium and short staple (including Bengal 
Deshi) (20.5 to 24.5 mm and 20 mm and less) — 
6 percent. 

d) CJ-73, V-797, Kalagin, Waghad and similar closed 
boll cotton — 10 percent. 

4.1.2 Moisture Regain 

The moisture regain of ginned cotton in the pressed 
bale shall not exceed 8.5 percent. 

4.2 Pressed Bales 

4.2.1 Dimensions 

The recommended nominal dimensions of the banded 
bales (full pressed ) are given below: 

Length Width Height 



nm 
1060 

1400 
1240 



mn 

530 

or 

530 

or 
480 



mn 
780 

700 



4.2.2 Mass {Weight) 

The mass of bale shall be 1 70 kg subject to a tolerance 
of ilO kg throughout the season except for V-797, 
Kalagin, C.I-73 and/Eaghad varieties of cotton in which 
case the mass of bale shall be 155 kg. However, a 
tolerance of ±7 kg on 155 kg shall be permissible 
throughout the season. 

4.2.3 Baling/Pressing 

The bales shall be fully covered with hessian/cotton 
fabric and no portion of cotton shall be exposed. The 
bales shall be securely strapped with minimum of 9 
wraps of baling hoops. The hessian/cotton fabric shall 
be stitched using a 6 ply cotton twine. The stitches 
shall be evenly spaced and properly made. The distance 
between two stitches shall not exceed 30 mm. 

4.2.3.1 The materials used for packing of bales shall 
conform to the requirements given below : 
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a) Hessian — Conforming to Type U (270 g/w?) of 
IS2818(Pait3). 

b) Cotton fabric — Conforming to variety No. 2 
(170g/m0ofIS175. 

c) Baling hoops — Conforming to IS 1029 having 
minimum width of 12.5 nrni and thickness of 0.9 
niiL 

d) Cotton twine — Having linear density of 600 to 
800 tex and minimum breaking load of 
.6kgf. 

5 MARKING 

5.1 A starched cotton cloth label of 400 mm x 
250 nmi size placed securely below the baling hoops 
shaU bear the following information: 

a) Name of variety of cotton; 

b) Press mark number; 

c) Press running number; 

d) Mass (weight) of pressed bale (kg); 

e) Crop year; 
Station; and 

g) Country (in case of export only). 



NOTE --- The letters used for marking shall be .'apfMoUmaiely 
12 mm in height. 

5.2 The cotton bales may also be marked widi die 
Standard Mark. 

The use of the Standard Mark is governed by the 
provisions of Bureau of Indian Standards Act, 1986 
and die Rules and Regulations made thereunder. Details 
of conditions under which a licence for the use of 
Standard Mark may be granted to manufacturers or 
producers, may be obtained from the Bureau of Indian 
Standards. 

6 SAMPLING 

6.1 Lot 

In any consignment, the bales of a particular variety of 
cotton ginned under identical conditions shall 
constitute a lot. 

6.2 Sample for determination of trash content shall be 
drawn as per 3 of IS 4952 and the gross sample shall be 
reduced as per 4 of IS 4952. However the weight of 
tufts drawn from each sub-square be decided in such a 
way that the reduced sample meets the requirements 
ofIS4871. 



Risrcau of Indian Standards 

BIS is a sblutory instilulion esUiblishcd under Ihc Bureau of Indian Standards Act, l^^So to pronunc 
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Review of Indian Standards 
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